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Spacing Criteria 

End:	 1.2		

Cross:	1.3

Spacing Criteria 

End:	 1.2		

Cross:	1.3

CANDLEPOWER DISTRIBUTION

CANDLEPOWER DISTRIBUTION

LUMEN SUMMARY

LUMEN SUMMARY

	 Filename: 	 FAR24AC2T5.IES

	 Catalog #: 	 FAR-24-AC-2-T5-1C-UNV-S-G-WH

	 Efficiency: 	 83%

	 Test #: 	 13991.0

	 Filename: 	 FAR24AC2T8.IES

	 Catalog #: 	 FAR-24-AC-2-T8-S-120-G1-WH

	 Efficiency: 	 76%

	 Test #: 	 14158.0
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1569	 1569	 1569	 1569	 1569			 

	1565	 1565	 1565	 1565	 1565	 149		

	1537	 1539	 1548	 1559	 1584	 440		

	1371	 1380	 1405	 1431	 1444	 651		

	1141	 1156	 1207	 1260	 1284	 760		

	921	 951	 1039	 1128	 1175	 807		

	689	 71	 846	 983	 1043	 769		

453	 503	 646	 805	 879	 650		

	 35	 90	 428	 545	 591	 443		

	 61	 95	 135	 161	 174	 139		

	 0	 0	 0	 0	 0			 

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0			 

1460	 1460	 1460	 1460	 1460			 

	1458	 1458	 1460	 1462	 1462	 139		

	1432	 1435	 1445	 1457	 1460	 410		

	1275	 186	 1313	 1340	 1351	 608		

	1082	 1102	 1150	 1202	 1222	 723		

	863	 900	 978	 1136	 1085	 772		

	643	 687	 792	 906	 950	 714		

	427	 476	 599	 732	 780	 598		

	229	 280	 400	 486	 513	 407		

60	 87	 104	 111	 113	 106		

	 0	 0	 0	 0	 0			 

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0

	Vertical			  Horizontal Angle			   Zonal
	 Angle	 0°	 22.5°	 45°	 67.5°	 90°	 Lumens

	Vertical			  Horizontal Angle			   Zonal
	 Angle	 0°	 22.5°	 45°	 67.5°	 90°	 Lumens

	1240	 21.4	 25.8	

2000	 34.5	 41.6	

3575	 61.6	 7.4	

4807	 82.9	 100	

4807	 82.9	 100

1157	 19.6	 25.8	

1880	 31.9	 42.0	

336	 57.1	 75.2	

447	 75.9	 100	

447	 75.9	 100

Total
Luminaire

Total
Luminaire

			   %	 % 
	 Zone	Lumens	 Lamp	 Fixt

			   %	 % 
	 Zone	Lumens	 Lamp	 Fixt
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	 Go to www.focalpointlights.com for additional photometric data.

	 Go to www.focalpointlights.com for additional photometric data.
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										          20
			   80				    70			   50			   30			   10		 00
	70	 50		 30	 10	 70	 50	 10	 50		 10	 50		  10	 50		 10	 00

										          20
			   80				    70			   50			   30			   10		 00
	70	 50		 30	 10	 70	 50	 10	 50		 10	 50		  10	 50		 10	 00

99	 99	 99	 99	 96	 96	 96	 92	 92	 88	 88	 85	 85	 83	

90	 86	 82	 79	 88	 84	 78	 81	 75	 77	 73	 74	 71	 69	

82	 75	 69	 64	 80	 73	 64	 71	 62	 68	 61	 65	 59	 58	

75	 66	 59	 54	 73	 65	 53	 62	 52	 60	 52	 58	 51	 49	

68	 58	 51	 46	 67	 57	 45	 55	 45	 53	 44	 52	 43	 42	

62	 51	 44	 38	 61	 51	 38	 49	 38	 47	 37	 46	 37	 35	

57	 46	 38	 33	 56	 45	 33	 44	 33	 42	 32	 41	 32	 30	

53	 41	 34	 29	 51	 41	 29	 39	 28	 38	 28	 37	 28	 26	

49	 37	 30	 25	 47	 36	 25	 35	 25	 24	 24	 33	 24	 23	

45	 33	 26	 21	 44	 32	 21	 32	 21	 31	 21	 30	 21	 19	

42	 30	 23	 19	 40	 30	 19	 29	 19	 28	 19	 27	 19	 17	

90	 90	 90	 90	 88	 88	 88	 84	 84	 81	 81	 77	 77	 76	

83	 79	 76	 73	 81	 77	 72	 74	 69	 71	 67	 68	 65	 64	

75	 69	 64	 59	 73	 68	 59	 65	 57	 62	 56	 60	 55	 53	

69	 61	 55	 50	 67	 60	 49	 57	 48	 55	 48	 53	 47	 45	

63	 54	 47	 42	 61	 53	 42	 51	 41	 49	 41	 47	 40	 38	

57	 47	 41	 35	 56	 47	 35	 45	 35	 43	 34	 42	 34	 32	

53	 42	 35	 31	 51	 42	 30	 40	 30	 39	 30	 38	 30	 28	

48	 38	 31	 27	 47	 37	 26	 36	 26	 35	 26	 34	 26	 24	

45	 34	 27	 23	 43	 34	 23	 32	 23	 31	 23	 31	 22	 21	

41	 31	 24	 20	 40	 30	 20	 29	 20	 28	 19	 27	 19	 18	

38	 28	 22	 17	 37	 27	 17	 27	 17	 26	 17	 25	 17	 16	

CO–EFFICIENTS OF UTILIZATION

CO–EFFICIENTS OF UTILIZATION

LUMINANCE DATA (CD/M2)

LUMINANCE DATA (CD/M2)

1853	 2090	 2364	

1710	 2100	 2587	

1525	 2176	 2958	

1289	 2352	 3254	

1002	 2202	 2843

1737	 1968	 2183	

1595	 1965	 2357	

1438	 2017	 2626	

1259	 2199	 2820	

980	 1698	 1845	
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	Vertical			    
	 Angle	 0°	 45°	 90°
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